
FLUORESCENT CEILING LUMINAIRE

EMERGENCY FLUORESCENT CEILING LUMINAIRE

FLUORESCENT WALL MOUNTED LUMINAIRE

EMERGENCY CEILING LUMINAIRE

CEILING LUMINAIRE

WALL MOUNTED LUMINAIRE

EXIT LIGHT LUMINAIRE

POWER
DUPLEX RECEPTACLE

FOUR-PLEX RECEPTACLE - TWO DUPLEX RECEPTACLES

SPECIAL RECEPTACLE

SINGLE POLE SWITCH, LETTER INDICATES SWITCH LEG, 'K' INDICATES KEY TYPE,

'P' INDICATES PILOT

DOUBLE POLE SWITCH

THREE-WAY SWITCH

FOUR WAY SWITCH

DIMMER SWITCH

HORSEPOWER RATED SWITCH

LIGHTING

SWITCHES

COMBINATION HEAT DETECTOR

FIXED TEMP. HEAT DETECTOR

FIRE ALARM MANUAL STATION

FIRE ALARM COMBINATION VOICE EVACUATION/VISUAL

FIRE ALARM VISUAL SIGNAL

SMOKE DETECTOR

PROXIMITY CARD READER, ROUGH-IN

TELECOMMUNICATION
TELEPHONE OUTLET - WALL MOUNTED

TELEPHONE OUTLET

DATA OUTLET

NUMBER BY SYMBOL

INDICATES QUANTITY OF

JACKS.  THE NUMBER ZERO

INDICATES EMPTY OUTLET

BOX, BLANK PLATE AND

CONDUIT.

T.V. OUTLET

MISCELLANEOUS

LIGHTING & APPLIANCE PANELBOARD

CABINET, TYPE INDICATED

SAFETY SWITCH

MOTOR

JUNCTION BOX

HOME RUN TO PANEL

UNSWITCHED LIGHTING CIRCUIT

EMERGENCY CIRCUIT

HAND-OFF-AUTO

FIRE ALARM CONTROL PANEL

NON-FUSED

WEATHER-PROOF

RATED AMPACITY/NO. POLES/FUSING REQ'D/NEMA ENCL. NO.

MAGNETIC DOOR HOLDER

SYMBOLS SHOWN "STACKED" ON THE FLOOR PLANS INDICATE THAT THE

DEVICES ARE TO BE LOCATED IN THE SAME OUTLET BOX AND FACEPLATE.

BRANCH CIRCUIT/FEEDER SIZE.  PROVIDE CIRCUIT AS INDICATED IN SCHEDULE.

DO NOT COMBINE WITH OTHER CIRCUITS IN THE SAME CONDUIT.

ABBREVIATIONS

ELECTRICAL SYMBOLS LEGEND
FIRE ALARM

PARTIAL PLAN IDENTIFICATION TAG

SHEET NUMBER

DRAWING NUMBER / ROOM NUMBER

ELECTRICAL CIRCUIT

EXIT LIGHT LUMINAIRE - WALL MOUNTED

CEILING MOUNTED

GROUND-FAULT - CIRCUIT INTERRUPTER DEVICE

GENERAL ELECTRICAL KEYNOTE - SEE CORRESPONDING NOTES

MECHANICAL EQUIPMENT WITH ELECTRICAL CONNECTION,

SEE MECHANICAL / ELECTRICAL COORDINATION SCHEDULE

CONDUIT SLEEVES STUBBED BETWEEN LOCATIONS INDICATED.  SIZE AS NOTED

ON DRAWINGS

DEVICE SUBSCRIPTS

DEVICE INDICATED ABOVE DESK/TABLE/COUNTER.  COORDINATE HEIGHT WITH

OWNER/ARCHITECT.

BRANCH CIRCUIT/FEEDER SCHEDULE
KEY CONDUCTORS/CONDUIT

2 WIRE AND GROUND
20A2

2 #12, 1 #12 G, 1/2" C

30A2
2 #10, 1 #10 G, 3/4" C

40A2
2 #8, 1 #10 G, 3/4" C

50A2
2 #6, 1 #10 G, 1" C

60A2
2 #6, 1 #10 G, 1" C

70A2
2 #4, 1 #8 G, 1-1/4" C

3 WIRE AND GROUND
20A3

3 #12, 1 #12 G, 1/2" C

30A3
3 #10, 1 #10 G, 3/4" C

40A3
3 #8, 1 #10 G, 3/4" C

50A3
3 #6, 1 #10 G, 1" C

60A3
3 #6, 1 #10 G, 1" C

70A3
3 #4, 1 #8 G, 1-1/4" C

80A3
3 #3, 1 #8 G, 1-1/2" C

90A3
3 #3, 1 #8 G, 1-1/2" C

100A3
3 #2, 1 #8 G, 1-1/2" C

125A3
3 #1, 1 #6 G, 1-1/2" C

150A3
3 #1/0, 1 #6 G, 2" C

175A3
3 #2/0, 1 #6 G, 2" C

200A3
3 #3/0, 1 #6 G, 2" C

225A3
3 #4/0, 1 #4 G, 2-1/2" C

250A3
3 #250 KCMIL, 1 #4 G, 2-1/2" C

300A3
3 #350 KCMIL, 1 #4 G, 3" C

350A3
3 #400 KCMIL, 1 #4 G, 3" C

400A3
3 #500 KCMIL, 1 #3 G, 3" C

 450A3

2 SETS [3 #4/0, 1 #2 G, 3" C]

500A3

2 SETS [3 #250 KCMIL, 1 #2 G, 2-1/2" C]

600A3

2 SETS [3 #350 KCMIL, 1 #1 G, 3" C]

700A3

2 SETS [3 #500 KCMIL, 1 #1/0 G, 3" C]

800A3

2 SETS [3 #600 KCMIL, 1 #1/0 G, 4" C]

1000A3

3 SETS [3 #400 KCMIL, 1 #2/0 G, 3" C]

1200A3

3 SETS [3 #600 KCMIL, 1 #3/0 G, 4" C]

4 WIRE AND GROUND
20A4

4 #12, 1 #12 G, 1/2" C

30A4
4 #10, 1 #10 G, 3/4" C

40A4
4 #8, 1 #10 G, 1" C

50A4
4 #6, 1 #10 G, 1" C

60A4
4 #6, 1 #10 G, 1" C

70A4
4 #4, 1 #8 G, 1-1/4" C

80A4
4 #3, 1 #8 G, 1-1/2" C

90A4
4 #3, 1 #8 G, 1-1/2" C

100A4
4 #2, 1 #8 G, 1-1/2" C

125A4
4 #1, 1 #6 G, 2" C

150A4
4 #1/0, 1 #6 G, 2" C

175A4
4 #2/0, 1 #6 G, 2-1/2" C

200A4
4 #3/0, 1 #6 G, 2-1/2" C

225A4
4 #4/0, 1 #4 G, 3" C

250A4
4 #250 KCMIL, 1 #4 G, 3" C

300A4
4 #350 KCMIL, 1 #4 G, 3-1/2" C

350A4
4 #400 KCMIL, 1 #3 G, 3-1/2" C

400A4
4 #500 KCMIL, 1 #3 G, 3-1/2" C

450A4

2 SETS [4 #4/0, 1 #2G, 3" C]

500A4

2 SETS [4 #250 KCMIL, 1 #2G, 3" C]

600A4

2 SETS [4 #350 KCMIL, 1 #1G, 3-1/2" C]

700A4

2 SETS [4 #500 KCMIL, 1 #1/0 G, 3-1/2" C]

800A4

2 SETS [4 #600 KCMIL, 1 #1/0 G, 4" C]

1000A4

3 SETS [4 #400 KCMIL, 1 #2/0 G, 3-1/2" C]

1200A4

3 SETS [4 #600 KCMIL, 1 #3/0 G, 4" C]

MECHANICAL / ELECTRICAL COORDINATION SCHEDULE
ABBREVIATIONS:

FLA FULL LOAD AMPS C COMBINATION STARTER AND SAFETY

SWITCH

2S TWO SPEED N1 NEMA 1

HP HORSEPOWER 3S THREE SPEED N3R NEMA 3R

KW KILOWATTS CB CIRCUIT BREAKER FV FULL VOLTAGE N4X NEMA 4X

PH PHASE SH HP RATED SWITCH NR NON-REVERSING

V VOLTAGE SS SAFETY SWITCH RE REVERSING

E ELECTRICAL CONTRACTOR MR PER MANUFACTURER'S

RECOMMENDATIONS

RV REDUCED VOLTAGE

I INTEGRAL WITH EQUIPMENT VFC VARIABLE FREQUENCY

M MECHANICAL CONTRACTOR NF NON-FUSED

EQUIPMENT
ELECTRICAL DISCONNECT CONTROLLER

REMARKS
SYSTEM FURNISH/

INSTALL
BY

TYPE
RATING
(AMPS)

FUSE
SIZE ENCL.

FURNISH/
INSTALL

BY

TYPE/
NEMA
SIZE

ENCL.
ID DESCRIPTION LOAD V PH

PANEL -
CIRCUIT

EF-1.1 CEILING EXHAUST FAN 1.1 A 120 1 CAN-28 E/E SH 15 MR N1 M/M - -

EF-1.2 CEILING EXHAUST FAN 1.1 A 120 1 CAN-28 E/E SH 15 MR N1 M/M - -

EF-2.1 CEILING EXHAUST FAN 1.3 A 120 1 CAN-28 E/E SH 15 MR N1 M/M - -

EF-3.1

INLINE CABINET EXHAUST

FAN (ALT. BID #2)

3.1 A 120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

EF-3.2

INLINE CABINET EXHAUST

FAN (ALT. BID #2)

3.1 A 120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

EUH-

1.1

ELECTRIC UNIT HEATER 1.5 KW 120 1 CAN-23 M/M - - - - M/M - -

EUH-

1.2

ELECTRIC UNIT HEATER 1.5 KW 120 1 CAN-25 M/M - - - - M/M - -

EWC

1.1

ELECTRIC WATER COOLER - 120 1 - - - - - - - - - 1

FC-1.1 FAN COIL UNIT 2 KW 120 1 CAN-30 E/E SS 30 MR N1 M/M - -

FC-1.2

FAN COIL UNIT

(ALT BID #1)

.7 FLA 120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-2.1 FAN COIL UNIT

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-2.2 FAN COIL UNIT 3 KW 208 1 CAN-18 E/E SS 30 MR N1 M/M - -

FC-2.3 FAN COIL UNIT 2 KW 120 1 CAN-26 E/E SS 30 MR N1 M/M - -

FC-2.4 FAN COIL UNIT

1.4

FLA

120 1 CAN-39 E/E SH 15 MR N1 M/M - -

FC-2.5 FAN COIL UNIT

1.4

FLA

120 1 CAN-39 E/E SH 15 MR N1 M/M - -

FC-2.6 FAN COIL UNIT

1.4

FLA

120 1 CAN-37 E/E SH 15 MR N1 M/M - -

FC-2.7 FAN COIL UNIT

1.4

FLA

120 1 CAN-37 E/E SH 15 MR N1 M/M - -

FC-2.8

FAN COIL UNIT (EXCLUDED

AS PART OF ALT. #2)

1.4

FLA

120 1 CAN-37 E/E SH 15 MR N1 M/M - -

FC-2.9

FAN COIL UNIT (EXCLUDED

AS PART OF ALT. #2)

1.4

FLA

120 1 CAN-37 E/E SH 15 MR N1 M/M - -

FC-

2.10

FAN COIL UNIT

(ALT BID #1)

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-

2.11

FAN COIL UNIT

(ALT BID #1)

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-

2.12

FAN COIL UNIT

(ALT BID #1)

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-

2.13

FAN COIL UNIT

(ALT BID #1)

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-

2.14

FAN COIL UNIT

(ALT BID #2)

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC -

2.15

FAN COIL UNIT

(ALT BID #2)

1.4

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-3.1 FAN COIL UNIT

1.6

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-3.2 FAN COIL UNIT

1.6

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-3.3 FAN COIL UNIT

1.6

FLA

120 1 CAN-28 E/E SH 15 MR N1 M/M - -

FC-3.4 FAN COIL UNIT

1.6

FLA

120 1 CAN-28 E/E SH 15 MR N1 M/M - -

FC-3.5

FAN COIL UNIT

(ALT BID #1)

1.6

FLA

120 1

SEE

DRAWINGS

E/E SH 15 MR N1 M/M - -

FC-4.1 FAN COIL UNIT 6 KW 208 1 CAN-22 E/E SS 60 MR N1 M/M - -

FC-4.2 FAN COIL UNIT

1.7

FLA

120 1 CAN-28 E/E SH 15 MR N1 M/M - -

FC-4.3 FAN COIL UNIT

1.7

FLA

120 1 CAN-28 E/E SH 15 MR N1 M/M - -

FC-4.4 FAN COIL UNIT

1.7

FLA

120 1 CAN-28 E/E SH 15 MR N1 M/M - -

FC-5.1 FAN COIL UNIT

3.1

FLA

120 1 CAN-39 E/E SH 15 MR N1 M/M - -

TU-1.2

SINGLE DUCT TERMINAL

UNIT  (ALT. BID #1)

2 KW 208 1

SEE

DRAWINGS

E/E SS 30 MR N1 M/M - -

TU-1.3

SINGLE DUCT TERMINAL

UNIT  (ALT. BID #1)

2 KW 208 1

SEE

DRAWINGS

E/E SS 30 MR N1 M/M - -

GENERAL NOTES:

A. CONTRACTOR SHALL VERIFY/COORDINATE ALL RATINGS FOR EQUIPMENT SUPPLIED BY THE SELECTED MANUFACTURER. WHERE RATINGS ARE

OTHER THAN AS REQUIRED FOR SPECIFIED UNIT, DISCONNECTS, MOTOR  STARTERS, OVERCURRENT DEVICES AND RELATED REVISIONS SHALL BE

PROVIDED ACCORDINGLY.  THE CONTRACTOR THAT FURNISHES EQUIPMENT WITH RATINGS OTHER THAN AS NOTED SHALL BE RESPONSIBLE FOR

ALL COORDINATION AND COSTS FOR REVISIONS TO ACCOMMODATE SELECTED EQUIPMENT.

B. ALL FRACTIONAL HORSEPOWER MOTORS SHALL BE PROVIDED WITH INTEGRAL OVERLOAD PROTECTION.

C. HORSEPOWER RATED SWITCHES (SH):  FOR 120 V MOTORS LESS THAN 1/2 HP, PROVIDE FUSEHOLDER WITH SWITCH, FUSED PER MANUFACTURER'S

RECOMMENDATION AND NEC REQUIREMENTS.  FOR 208 VOLT 1-PHASE MOTORS LESS THAN 3/4 HP PROVIDE FUSE HOLDER WITH DOUBLE-POLE

SWITCH THAT OPENS BOTH CONDUCTORS OF THE CIRCUIT.  RATING OF FUSES SHALL NOT EXCEED 15 AMPS.  FOR 120 V MOTORS RATED 1/2 HP OR

3/4 HP, PROVIDE HP RATED TOGGLE SWITCH (WHERE BRANCH CIRCUIT OVERCURRENT DEVICE MEETS NEC REQUIREMENTS FOR SHORT-CIRCUIT

PROTECTION) OR FUSED SAFETY SWITCH.

D. ELECTRICAL CONTRACTOR SHALL PROVIDE CIRCUIT TO EQUIPMENT AS INDICATED.

REMARKS:

1. CORD AND PLUG CONNECTED.
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OMAHA, NEBRASKA 68144
PHONE :  402 . 932 . 0100
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GENERAL ELECTRICAL NOTESGENERAL ELECTRICAL KEYNOTES

1 TYPICAL ELECTRICAL DEVICE MOUNTING HEIGHT
NOT TO SCALE


